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(57) ABSTRACT

Systems and methods for synchronizing the playback of
streamed content on multiple playback devices is disclosed.
The systems and methods include receiving time informa-
tion based on a network time source in the playback devices
connected to a defined network. The playback clock in each
playback device is set based upon the time information. A
first playback device then generates presentation time infor-
mation including a start time for playback and broadcast the
presentation time information to the other playback device
over the defined network. The playback devices use the
presentation time information to adjust the presentation time
stamps of the frames of the media content in the stream.
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1
PLAYBACK SYNCHRONIZATION ACROSS
PLAYBACK DEVICES

CROSS-REFERENCE TO RELATED
APPLICATION

The present invention is a continuation of U.S. application
Ser. No. 13/907,791 entitled “Playback Synchronization
across Playback Devices,” filed May 31, 2013. The disclo-
sure of U.S. application Ser. No. 13/907,791 is incorporated
by reference herein its entirety.

FIELD OF THE INVENTION

This invention relates to the playback of streamed media
content by multiple playback devices. More particularly, this
invention relates to synchronizing the playback of media
content by multiple playback devices connected to a local
network.

BACKGROUND OF THE INVENTION

The term streaming media describes the playback of
media on a playback device, where the media is stored on a
server and continuously sent to the playback device over a
network during playback. For purposes of this discussion,
media and/or encoded media are defined as data of a work
that includes video, audio, pictures, or another type of
presentation that may be displayed, played or in some other
way presented by a playback device. Typically, the playback
device stores a sufficient quantity of media in a buffer at any
given time during playback to prevent disruption of play-
back due to the playback device completing playback of all
the buffered media prior to receipt of the next portion of
media. Adaptive bit rate streaming or adaptive streaming
involves detecting the present streaming conditions (e.g. the
user’s network bandwidth and CPU capacity) in real time
and adjusting the quality of the streamed media accordingly.
Typically, the source media is encoded at multiple bit rates
and the playback device or client switches between stream-
ing the different encodings depending on available
resources.

Adaptive streaming solutions typically utilize either
Hypertext Transfer Protocol (HTTP), published by the Inter-
net Engineering Task Force and the World Wide Web
Consortium as RFC 2616, or Real Time Streaming Protocol
(RTSP), published by the Internet Engineering Task Force as
RFC 2326, to stream media between a server and a playback
device. HTTP is a stateless protocol that enables a playback
device to request a byte range within a file. HTTP is
described as stateless, because the server is not required to
record information concerning the state of the playback
device requesting information or the byte ranges requested
by the playback device in order to respond to requests
received from the playback device. RTSP is a network
control protocol used to control streaming media servers.
Playback devices issue control commands, such as “play”
and “pause”, to the server streaming the media to control the
playback of media files. When RTSP is utilized, the media
server records the state of each client device and determines
the media to stream based upon the instructions received
from the client devices and the client’s state.

In adaptive streaming systems, the source media is typi-
cally stored on a media server as a top level index file
pointing to a number of alternate streams that contain the
actual video and audio data. Each stream is typically stored
in one or more container files. Different adaptive streaming
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solutions typically utilize different index and media contain-
ers. The Synchronized Multimedia Integration Language
(SMIL) developed by the World Wide Web Consortium is
utilized to create indexes in several adaptive streaming
solutions including IIS Smooth Streaming developed by
Microsoft Corporation of Redmond, Wash., and Flash
Dynamic Streaming developed by Adobe Systems Incorpo-
rated of San Jose, Calif. HTTP Adaptive Bitrate Streaming
developed by Apple Computer Incorporated of Cupertino,
Calif. implements index files using an extended M3U play-
list file (M3US), which is a text file containing a list of URIs
that typically identify a media container file. The most
commonly used media container formats are the MP4 con-
tainer format specified in MPEG-4 Part 14 (i.e. ISO/IEC
14496-14) and the MPEG transport stream (TS) container
specified in MPEG-2 Part 1 (i.e. ISO/IEC Standard 13818-
1). The MP4 container format is utilized in I1IS Smooth
Streaming and Flash Dynamic Streaming. The TS container
is used in HTTP Adaptive Bitrate Streaming.

Adaptive bitrate streaming performs adequately for play-
back of media content on a single device. However, stream-
ing of content presents a problem when trying to synchro-
nize the playback of content on multiple devices. The lack
of synchronization may be a problem when one or more
devices are performing the playback within close proximity
of one another as the lack of synchronization may be
noticeable by viewers. For example, two or more playback
devices may be set up in a restaurant to view a live sporting
event. If the playback is not synchronized, the user may
notice the broadcast delay between devices. In the past, the
synchronization is performed by a user can manually con-
trolling the start and stop of the playback on each of the
devices to synchronize the playback. Thus, this is often time
consuming and can still lead to minor delays between the
playbacks on the devices. Thus, those skilled in the art are
constantly striving to provide systems and process for effi-
ciently synchronizing the playback of streamed content on
multiple devices.

SUMMARY OF THE INVENTION

Systems and methods for synchronizing the playback of
streamed content on multiple playback devices in accor-
dance with embodiments of this invention are disclosed. In
accordance with embodiments of this invention, a method
for playback of encoded media performed by a playback
device to synchronize playback of the content with other
playback device may be performed by the following actions.
A playback device transmits a request for time information
to a network time provider and receives the time information
from the network time provider in response. The time
information is then used by the playback device to set a
playback clock in the playback device. The playback device
also receives presentation time information for a stream of
encoded media from another playback device over a defined
network. The presentation time information includes a
stream start time. A stream of the encoded media is then
received by the playback device. The playback device then
adjusts the presentation time information of each of the
plurality of frames of the stream in the playback device
based upon the playback information.

In accordance with some embodiments, the playback
device determines whether the presentation time informa-
tion has been received in response to beginning the reception
of the stream of encoded content. If the presentation time
information has not been received from another device, the
playback device generates presentation time information
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and broadcasts the presentation time information to other
playback devices connected to a network over the local
network.

In accordance with some of these embodiments, the
playback device determines the presentation time informa-
tion for the of frames of the streamed content in response to
a determination that the presentation time information has
not been received and commences playback of the streamed
content based on the play time information. In accordance
with some other of these embodiments, the playback device
determines whether a specified time period has expired. If
the time period has expired, the playback device generates
updated presentation time information in response to the
time period expiring and broadcasts the updated presentation
time information to the other playback devices connected to
the defined network over the defined network.

In accordance with some embodiments of this invention,
the playback device receives updated presentation time
information from another playback device over the defined
network. The presentation time information of each of the
frames of the stream is adjusted by the playback device
based upon the playback information. In accordance with
some of these embodiments, the playback device determines
whether the updated presentation time information is
received within a specified time period. If the updated
playback information is not received in the specified time
period, the playback device generates updated presentation
time information and broadcasts the updated presentation
time information to the other playback devices connected to
the defined network over the defined network. In accordance
with some of these embodiments, the updated presentation
time information includes presentation time information for
a frame in the stream and a current playback speed.

In accordance with some embodiments of this invention
the time information is provided in Coordinated Universal
Time. In accordance with some embodiments of this inven-
tion, the start time is provided in Coordinated Universal
Time.

In accordance with some embodiments of this invention,
the network time provider is a Network Time Protocol
Server and the transmitting of the request and receiving of
the time information are performed using Network Time
Protocol. In accordance with some other embodiments, the
network time provider is a local time server for the defined
network. In accordance with some of these embodiments,
the local time server transmits a request for time information
to a Network Time Protocol server and receives the time
information from the Network Time Protocol server. The
local time server then receives the request for time infor-
mation from the playback device, generates the time infor-
mation for the playback device from the timing information
received from the Network Time Protocol server, and trans-
mits the time information to the playback device.

In accordance with some embodiments of this invention,
the presentation time information includes presentation time
information includes presentation time information for a
particular frame and a playback speed. In accordance with
some embodiments, the defined network is a local area
network.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a network diagram of a media streaming
system in accordance with an embodiment of the invention.
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FIG. 2 illustrates a block diagram of components of a
playback device that performs processes for providing sys-
tems and methods in accordance with an embodiment of this
invention.

FIG. 3 illustrates a timing diagram of information trans-
mitted between devices over a network to provide synchro-
nization of playback in accordance with some embodiments
of this invention.

FIG. 4 illustrates a flow diagram of a process for the start
of playback of streamed content performed by a playback
device in accordance with embodiments of this invention.

FIG. 5 illustrates a flow diagram of a process by first
playback device during playback of the streamed content in
accordance with embodiments of this invention.

FIG. 6 illustrates a flow diagram of a process performed
by other playback devices during the playback of the
streamed content in accordance with embodiments of this
invention.

DETAILED DISCLOSURE OF THE INVENTION

Turning now to the drawings, systems and methods for
synchronizing playback of streamed content by multiple
clients is provided. In particular, the playback devices being
synchronized are connected to the same local network in
accordance with embodiments of this invention. The play-
back devices can use time information from a common
source to set the playback clocks in the individual playback
devices. The first playback device to start playback of the
streamed content can then broadcast playback time infor-
mation to the other playback devices over the local network.
In several embodiments, the playback time information
indicates the time for the start of playback. The playback
time information can be generated using the time informa-
tion from the playback clock of the first playback device. In
several embodiments, each device then adjusts the presen-
tation time information of the frames in the received stream
content based on the received playback time information.
The first device may then periodically broadcast updates of
the presentation time information that the other devices may
use to adjust the presentation time information of the frames.
If the other playback devices do not receive updated pre-
sentation time information in a particular period of time, one
of the other devices may then start transmitting playback
information.

Streaming System Architecture

Turning now to the FIG. 1, an adaptive streaming system
in accordance with an embodiment of the invention is
illustrated. The adaptive streaming system 10 includes a
source encoder 12 configured to encode source media as a
number of alternative streams. In the illustrated embodi-
ment, the source encoder is a server. In other embodiments,
the source encoder can be any processing device including
a processor and sufficient resources to perform the transcod-
ing of source media (including but not limited to video,
audio, and/or subtitles). Typically, the source encoding
server 12 generates a top level index to a plurality of
container files containing the streams, at least a plurality of
which are alternative streams. Alternative streams are
streams that encode the same media content in different
ways. In many instances, alternative streams encode media
content (such as but not limited to video) at different
maximum bitrates. In a number of embodiments, the alter-
native streams are encoded with different resolutions and/or
at different frame rates. The top level index file and the
container files are uploaded to an HTTP server 14. A variety
of playback devices can then use HTTP or another appro-
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priate stateless protocol to request portions of the top level
index file and the container files via a network 16 such as the
Internet.

Time server 22 is a server that provides Coordinated
Universal Time (UTC) or equivalent information. In the
shown embodiment, the time server 22 is a Network Time
Protocol (NTP) server or an equivalent system that may be
maintained by a third party. The use of NTP allows the time
server 22 to provide time information to the devices to allow
internal clocks in the individual devices that are set using the
time information to be synchronized within tens (10s) of
milliseconds (ms) of one another.

In the illustrated embodiment, playback devices include
personal computers 18, CE players, and mobile phones 20.
In other embodiments, playback devices can include con-
sumer electronics devices such as DVD players, Blu-ray
players, televisions, set top boxes, video game consoles,
tablets, and other devices that are capable of connecting to
a server via HTTP and playing back encoded media.
Although a specific architecture is shown in FIG. 1, any of
a variety of architectures including systems that perform
conventional streaming and not adaptive bitrate streaming
can be utilized that enable playback devices to request
portions of the top level index file and the container files in
accordance with embodiments of the invention.

As illustrated, playback devices, such as user computers
29, providing systems and methods in accordance with
embodiments of this invention are connected to the network
16 via a Local Area Network (LAN) 25. The LAN 25 can
include a local time server 27. Local time server 27 receives
time information from the NTP server 22 and generates local
time information based upon the time information received
from the NTP server 22. Although shown as a server, one
skilled in the art will recognize that any device connected to
LAN 25 that can provide time information may be used
without departing from embodiments of this invention. The
local time information of local time server 27 may be
provided to the playback devices connected to the LAN 25
to provide time information that includes less latency than
time information obtained from device connected via a
larger network, such as the Internet to allow better synchro-
nization of the playback clocks in the device connected to
the local. The use of local time server 27 connected to the
LAN 25 may be used when a synchronization of an order
that is less than 10s of ms is desired. Network time servers,
playback devices, and local time servers in accordance with
embodiments of the invention are discussed further below.
Playback Device

Some processes for providing methods and systems in
accordance with embodiments of this invention are executed
by a playback device. The relevant components in a play-
back device that can perform the processes in accordance
with an embodiment of the invention are shown in FIG. 2.
One skilled in the art will recognize that the illustrated
playback device may include other components that are
omitted for brevity without departing from this invention.
The playback device 200 includes a processor 205, a non-
volatile memory 210, and a volatile memory 215. The
processor 205 is a processor, microprocessor, controller, or
a combination of processors, microprocessor, and/or con-
trollers that performs instructions stored in the volatile 215
or non-volatile memory 210 to manipulate data stored in the
memory. The non-volatile memory 210 can store the pro-
cessor instructions utilized to configure the playback device
200 to perform processes including processes in accordance
with embodiments of the invention and/or data for the
processes being utilized. In other embodiments, the play-
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back device software and/or firmware can be stored in any
of a variety of non-transitory computer readable media
appropriate to a specific application.

Playback Synchronization

In accordance with embodiments of this invention, play-
back devices connected to the same local network obtain
time information from a common source and use the time
information to set the playback clock of the devices. The
playback devices also receive presentation time information
from the first playback device to begin streaming the con-
tent. The presentation time information is then used to adjust
the presentation time of frames of the stream in the remain-
ing playback devices based upon the playback clock and the
received presentation time information. Since the playback
clocks have been set based upon time information from a
common source there should by less than 10s of ms delay
between the presentations. In order to further reduce the
latency between the playback devices connected to the local
network, a time source connected to the local network may
be used to obtain the time information needed to set the
playback clocks. A timing diagram of messages and infor-
mation passed between devices over a network in accor-
dance some embodiments of this invention is illustrated in
FIG. 3.

The system in FIG. 3 includes N playback devices con-
nected to a defined network, such as, a local area network;
a local time server; a media server; and a network time
server. The N playback devices are devices capable of
presenting streamed encoded media content and each of
these devices is connected to a LAN. The LAN is a con-
ventional LAN and may include a local time server in
accordance with some of these embodiments. One skilled in
the art will recognize that although the playback devices are
shown as connected to a LAN in this embodiments, other
defined networks, such as but not limited to, peer to peer
networks and Wide Area Networks (WAN) may be used
without departing from this invention.

The local time server is a server that provides time
information to devices connected to the LAN. In accordance
with these embodiments, the time information is based upon
time information received from a network time server as
explained further below. The media server is a system that
is providing the streamed content over the network to the
first and second playback devices. The network time server
is a time server that provides time information. In accor-
dance with some embodiments, the time information is
provided using NTP. Furthermore, the time information
provides time information specified in terms of UTC.

In accordance with the timing diagram of FIG. 3, the local
time server transmits a request 305 for time information to
the network time server and receives the time information
310 from the time server in response. In accordance with
some embodiments, this exchange is performed using NTP.
However, other means for performing this exchange of
messages and information may be used without departing
from embodiments of this invention.

The local time server then uses the time information to
generate time information for use by the playback devices
connected to the LAN. The first playback device transmits a
request 315 to the local time server for time information and
receives time information 320 from the local time server in
response to the request. Likewise, the second playback
device transmits a request 325 to the local time server for
information and receives time information 330 from the
local time server in response to the request. The same
process is performed for each of the remaining N playback
devices including requests 335 and time information 340.
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The N playback devices use the time information received to
set the respective playback clocks in each device. As the
time information is received over a LAN from the local
server, there is less delay introduced into the time informa-
tion. Thus, the playback clocks of the first and second
playback devices will be more closely synchronized. Alter-
natively, the N playback devices may request and receive the
time information from a common network time server if no
local time server is available. However, one skilled in the art
will also recognize that due to the network bandwidth and
configuration of the networks connecting a network time
server to the devices that some delay may be introduced
between the time information provided to the various
devices by the time server.

To start playback, the first device transmits a request 345
for streamed content to the media server. The media server
transmits stream initiation information and begins transmit-
ting a stream of encoded media for the desired content 350
to the first playback device. Similarly, the second device
transmits a request 355 for the same streamed content to the
media server. The media server transmits stream initiation
information and begins transmitting a stream of encoded
media for the desired content 360 to the second playback
device. This same process is performed with each of the
remaining N devices transmitting a request 365 for streamed
content to the media server. The media server transmits
stream initiation information and begins transmitting a
stream of encoded media for the desired content 370 to each
of the playback devices.

After the first playback device begins playing back the
streamed content, the first playback device can generate
presentation time information. For purposes of discussion,
presentation information is information about the presenta-
tion time of the stream content on a particular playback
device. In accordance with some embodiments, the presen-
tation information may also include a playback speed such
as, but not limited to, fast forward, fast forward x2, rewind,
rewind x2, or pause. In accordance with some embodiments,
the presentation time information may include a stream
initiation time specified in UTC. The presentation time
information is broadcast in a presentation time information
message 375 to the other N playback devices connected to
the network. In accordance with embodiments of this inven-
tion, the broadcast of presentation time information message
375 including the presentation time information may be
performed using User Datagram Protocol (UDP) or any
other type of multicast protocol.

The remaining N playback devices receive the presenta-
tion time information in the broadcast. The presentation time
information and the local playback clock in each device are
used to adjust the presentation time information in the
frames from the stream of content. This synchronizes the
playback of the content by the networked devices.

To maintain the synchronization, the first playback device
broadcasts a presentation time update message 380 includ-
ing updated presentation time information periodically to the
remaining N playback devices. In accordance with some
embodiments, the presentation time information includes
presentation time information for a particular frame. In
accordance with some further embodiments, the presenta-
tion information may also include a playback speed such as,
but not limited to, fast forward, fast forward x2, rewind,
rewind x2, or pause. The remaining devices use the updated
presentation time information and the time information from
the local play clock in the device to adjust the presentation
time information of the frames in the streamed content. In
accordance with some of these embodiments, the remaining
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N playback devices determine whether an update broadcast
is received in a specified time period. If the update broadcast
is not received in the specified period. A subsequent one of
the N playback devices broadcasts an update 385 using
presentation time information generated using the play clock
in the device. The remaining N device that broadcasts the
update may be decided in one of any number of ways. For
example, the first playback device to detect the lack of an
update broadcast may begin broadcasting the updates, there
may be a designated hierarchy among the N devices for
broadcasting the updates, or any other contention resolution
algorithm for determining which device begins to broadcast
the updates.

A process performed by a playback device to provide
synchronized playback in accordance with some embodi-
ments of this invention is illustrated in FIG. 4. The process
400 includes transmitting a request for time information to
a time provider (405). As discussed with reference to FIG.
3, the time provider may be, but is not limited to, a network
time server and/or a local time server. The device receives
time information from the time provider (410). The time
information is preferably based upon the UTC. The time
information is used by the playback device to set a media
playback clock (415).

When the playback device requests streamed content
(420), the playback device receives stream initiation infor-
mation. In accordance with some embodiments, the stream
initiation information may be in the top level index of the
requested content or provided along with some other type of
administrative information such as metadata or the like. The
playback device then begins to receive the stream of media
content (425). As the stream is received, the playback device
determines whether a presentation time information mes-
sage with presentation time information has been received
(430). If a presentation time information message has been
received, the presentation time information in the presenta-
tion time information message and the local time clock are
used to adjust the presentation time information of each
frame in the stream of content (440). The presentation time
information may the Presentation Time Stamp (PTS) of a
frame, PTS of a reference frame for a frame, or any other
information that may be used to determine the time at which
a frame may be presented. In accordance with some of these
embodiments, the start time in the presentation time infor-
mation given in UTC and the time of the playback clock are
used to adjust the PTS of each frame. In particular, the
difference between the start time in presentation time infor-
mation and the playback clock may be used to adjust the
PTS of each frame. Furthermore, the playback speed in the
presentation time information may also be used to adjust the
presentation times of the frames to maintain synchronization
as the content is manually browsed on a playback device.
The playback of the stream then commences and process
400 ends.

If the playback device determines that a presentation time
information message has not been received, the playback
device generates the presentation time information and
broadcasts a presentation time information message over the
local network to the remaining N devices (435). In accor-
dance with some embodiments, the presentation time infor-
mation may include a stream initiation time specified in
UTC. In accordance with embodiments of this invention, the
broadcast of presentation time information message includ-
ing the presentation time information may be performed
using User Datagram Protocol (UDP) or any other type of
multicast protocol.
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A process for providing updates of the presentation time
information from a playback device during playback in
accordance with embodiments of this invention is illustrated
in FIG. 5. Process 500 determines whether a specified time
period has expired (505). The specified time period may be
any time period and may be user defined or may be deter-
mined based upon the content being streamed. The specified
period should expire frequently to allow the synchronization
of the playback by the devices to be maintained.

If the playback period has not expired, the playback
device monitors the time period (505) until playback has
ended (520). If the time period has expired, the playback
device generates updated presentation time information
(510). The updated presentation time information may
include a particular frame and presentation time information
for the frame. In accordance with some embodiments, the
presentation time information is specified in UTC. A play-
back update message including the updated presentation
time information is then broadcast to the remaining N
playback devices over the local network (515) and process
500 is repeated until playback ends.

A process performed by each of the remaining N playback
devices that are receiving broadcasted playback update
messages from a first playback device during playback to
receive updated presentation time information in accordance
with embodiments of this invention is illustrated in FIG. 6.
In process 600, a playback device determines whether a
presentation time playback update message is received
within a specified time period (605). If the playback update
message is received, the playback device uses the presen-
tation time information and time information from the local
playback clock to update the presentation time information
for the frames of the streamed content (625). The updated
presentation time information may include a reference a
frame identified in the playback update message and the
presentation time information of the reference frame. In
some embodiments, the updated presentation time informa-
tion may also include playback speed information. The
presentation time for the referenced frame is modified
accordingly. The remaining frames are then likewise
adjusted based on the changes made to the referenced frame.

If a playback update message is not received within the
specified period, the device generates updated presentation
time information based upon the current presentation infor-
mation for the frames maintained by the device (610). The
updated presentation time information may include an iden-
tification of a particular frame and presentation time infor-
mation for the identified frame. The presentation time infor-
mation is preferably specified in UTC. The updated
presentation time information is then broadcast to the
remaining playback devices over the local network (615)
and process is repeated until playback ends (620).

The above is description of embodiments of systems and
methods in accordance with the present invention. It is
foreseen that others skilled in the art will design alternative
systems that infringe on this invention as set forth in the
following claims either literally or through the Doctrine of
Equivalents.

What is claimed is:

1. A method for synchronized playback of encoded media
from a plurality of playback devices comprising:

transmitting a request for time information from each of

a plurality of playback device connected to a network
to a network time provider of the network;

receiving the time information from the network time

provider in the each of the plurality of playback devices
connected to the network;
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setting a playback clock in each of the plurality of
playback devices using time information received from
the network time provider;

receiving presentation time information for a stream of
encoded media in each of the plurality of playback
device from a content provider system over the network
wherein the presentation time information includes a
stream start time;

receiving a stream of the encoded media in each of the
plurality of playback devices wherein the stream
includes a plurality of frames of the encoded content;

determining whether adjusted presentation time informa-
tion from another one of a plurality of playback devices
has been received in a first one of the plurality of
playback devices in response to beginning the reception
of the stream of encoded media;

adjusting the presentation time information of each of the
plurality of frames of the stream in the first one of the
plurality of playback devices based upon the presenta-
tion time received for the stream and the playback
clock of the first one of the plurality of playback
devices in response to receiving at least a portion of the
stream to generate adjusted presentation time informa-
tion in response to a determination that the adjusted
presentation time information has not been received
from another one of the plurality of playback devices;

broadcasting the adjusted presentation time information
generated by the first one of the plurality of playback
device to the remaining ones of the plurality of play-
back devices over the network;

receiving the adjusted presentation time information from
the first one of the plurality of playback devices in the
remaining ones of the plurality of playback devices;

adjusting the presentation time information of each of the
plurality of frames of the stream in each of the remain-
ing one of the plurality playback devices based upon
the adjusted presentation time information from the
first one of the plurality of playback devices to generate
adjusted presentation time information;

commencing playback of the media content in each of the
plurality of playback devices based upon the adjusted
presentation time information generated by each of the
plurality of playback devices.

2. The method of claim 1 further comprising:

determining whether adjusted presentation time informa-
tion has been received in the first one of the plurality of
playback devices from another one of the plurality of
playback devices in response to beginning the reception
of the stream of encoded material in the first one of the
plurality of playback device; and

wherein the adjusting of the presentation time information
by the first one of the plurality of playback devices is
performed in response to a determination that the
presentation time information has not been received
from another one of the plurality of playback devices.

3. The method of claim 1 further comprising:

receiving updated presentation time information in the
remaining ones of the plurality of playback devices
from the first one of the plurality of playback devices
over the network; and

adjusting presentation time information of each of the
plurality of frames of the stream in the remaining ones
of the plurality of playback devices based upon the
updated presentation time information.

4. The method of claim 1 wherein the presentation time

information is provided in Coordinated Universal Time.
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5. The method of claim 1 wherein the start time is
provided in Coordinated Universal Time.

6. The method of claim 1 wherein the network time
provider is a Network Time Protocol Server and the trans-
mitting of the request and receiving of the time information
are performed using Network Time Protocol.

7. The method of claim 1 wherein the network time
provider is a local time server for the network.

8. The method of claim 1 wherein the presentation time
information includes a presentation time for a particular
frame and a playback speed.

9. The method of claim 1 wherein the network is a local
area network.

10. The method of claim 2 further comprising:

determining that a specified time period has expired in the

first one of the plurality of playback devices;
generating updated adjusted presentation time informa-
tion in the first one of the plurality of playback devices
in response to the time period expiring; and
broadcasting the updated presentation time information to
the remaining ones of the plurality of playback devices
connected to the network over the network.
11. The method of claim 3 further comprising:
determining whether the updated presentation time infor-
mation is received from the first one of the plurality of
playback device in one of the remaining ones of the
plurality of playback devices within a specified time
period;
generating updated presentation time information in the
one of the remaining ones of the plurality of playback
devices in response to a determination that the updated
presentation time information was not received in the
specified time period in the one of the remaining ones
of the plurality of playback devices ; and

broadcasting the updated presentation time information
from the one of the remaining ones of the plurality of
playback devices to other ones of the plurality of
playback devices connected to the network over the
network.
12. The method of claim 3 further comprising:
transmitting a request for time information from the local
time provider to a Network Time Protocol server;

receiving the time information from the Network Time
Protocol server in the local time provided;

receiving a request for time information from each of the
plurality of playback devices in the local time provider;

generating the time information for each of the plurality
of the playback devices from the timing information
received from the Network Time Protocol server using
the local time provider; and

transmitting the time information to each of the plurality

of playback devices from the local time provider.

13. The method of claim 11 wherein the updated presen-
tation time information includes presentation time informa-
tion for a frame in the stream and a current playback speed.

14. A system for providing synchronized playback of
encoded media from a plurality of playback devices com-
prising:

a defined network;

a network time provider system connected to the defined

network;

a plurality of playback devices connected to the defined

network;

wherein each of the plurality of playback devices com-

prises:
memory; and
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a processor configured via a client application stored in

the memory to:

transmit a request for time information to a the
network time provider system;

receive the time information from the network time
provider system;

set a playback clock using the received time infor-
mation;

receive presentation time information for a stream of
encoded media from another one of the plurality
of playback devices over the defined network
wherein the presentation time information
includes a stream start time;

receive a stream of the encoded media in the play-
back device wherein the stream includes a plural-
ity of frames of the encoded media;

determine whether adjusted presentation time infor-
mation from another one of a plurality of playback
devices has been received in response to begin-
ning the reception of the stream of encoded media;

generate adjusted presentation time information for
the stream of encoded media in response to a
determination that presentation time information
has not been received from another one of the
plurality of playback devices wherein the adjusted
presentation time information is generated based
upon the received presentation time information
and the in the playback clock;

broadcast the adjusted presentation time information
from the playback device to other ones of the
plurality of playback devices connected to the
defined network over the defined network;

receive the adjusted playback information from the
first one of the plurality of devices in the remain-
ing ones of the plurality of playback devices;

adjust the presentation time information of each of
the plurality of frames of the stream in the other
ones of the plurality of playback devices based
upon the adjusted presentation time information;
and

commence playback of the media content in each of
the plurality of playback devices based upon the
adjusted presentation time information generated
by each of the plurality of playback devices.

15. The system of claim 14 wherein the client application
in each of the plurality of playback devices further config-
ures the processor in each of the plurality of playback
devices to:

determine that a specified time period has expired in

response to the broadcast of the presentation time
information;

generate updated presentation time information in

response to the time period expiring; and

broadcast the updated presentation time information to

other ones of the plurality of playback devices con-
nected to the defined network over the defined network.

16. The playback device of claim 14 wherein the client
application in each of the plurality of playback devices
further configures the processor of each of the plurality of
playback devices to:

receive updated presentation time information from

another one of the plurality of playback devices over

the defined network; and

adjust the presentation time information of each of the
plurality of frames of the stream in a playback device
based upon the adjusted presentation time informa-
tion.
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17. The playback device of claim 16 wherein the client
application in each of the plurality of playback devices
further configures the processor of each of the plurality of
playback devices to:
determine whether the updated presentation time infor-
mation is received within a specified time period;

generate updated presentation time information in
response to a determination that the updated presenta-
tion time information was not received in the specified
time period; and

broadcast the updated presentation time information to

other ones of the plurality of playback devices con-
nected to the defined network over the defined network.
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